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Sliding 
A single bi-fold, sliding door 
glides smoothly on a spring 
loaded track for easy, one 
handed access to cabinet  
contents. It self-latches and 
self-closes, and is equipped 
with a fusible link to hold the 
door open during use and 
melts at 165°F (74°C) to  
automatically close door  
under fire conditions.

Door style preference:
Whereas door style is usually chosen by preference, the Uniform Fire Code (UFC) mandates 
the use of self-closing cabinets. Cabinets with self-closing and self-latching doors provide 
an extra measure of protection.  

Door Handle:

Reflective Warning Labels:

Self-Close
This style self-indexes,  
self-latches and self-closes to 
automatically shut doors upon 
release. Mechanism is 
concealed in the top wall, 
maximizing  available shelf 
space. Fusible links hold doors 
open during  use. In the event 
of a fire, fusible links will melt 
at 165°F (74°C) to automatically 
close doors.

Manual 

Economical manual 
close doors permit 
doors to open a full 
180°. When pushed 
closed they will 
automatically  
self-latch.

Type of Chemical  
to be Stored: 
Using colour and labelling in your storage 
practices helps identify, organise and 
segregate liquids. It also helps fire 
department personnel recognise hazards 
when responding to fire situations. 

Capacity Needs:
A wide variety of code compliant Justrite® 
cabinets are available in sizes ranging 
from 4 gallons US (15 litres) to 120 gallons 
US (454 litres). Smaller cabinets allow 
solvents to be stored at worksite locations 
saving costly trips to a central storage 
room. Undercounter, wall mount and style 
cabinets add to safe storage, even when 
space is at a premium. For high capacity 
storage, larger sized cabinets designed 
specifically to house  30 gallon US (114 
litres) or 55 gallon US (208 litres) US 
drums are available.

Performance 
Testing: 
Justrite® cabinets are third party tested by 
Factory Mutual Research and/or 
Underwriters Laboratories and built to 
OSHA/NFPA standards.

A Self-Latching 
Cabinet Makes  
a Difference!
A self-latching door and handle is critical 
as it does not require the user to manually 
rotate a handle to ensure the three-point 
latch is properly engaged. This is an 
important detail since an unlatched cabinet 
leaves the flammable contents exposed to 
a potential fire, where every single second 
of protection counts. A safety cabinet must 
be latched for it to perform according to 
code, providing maximum safety under 
fire conditions. A stainless steel bullet 
latching system offers optimum longevity 
with increased heat resistance.

Code compliance: 
Federal, provincial and local regulations may apply. 
Contact your local fire department for guidance.

OSHA 29 CFR 1910.106 / NFPA Code 30 Section 4.3.3

All Justrite® cabinet doors feature a continuous piano hinge for smooth operation, a three-
point closure with keyed lock and our exclusive self-latching mechanism on all door styles.

Consider the following when making  
the selection that is just right for you:
	 1.  Type of chemical being stored
	 2.  Applicable regulations
	 3.  Capacity needed
	 4.  Type of container being stored
	 5.  Door and handle style preference
	 6.  Warning label system
	 7.  Performance testing (3rd party approvals)

An Informed Choice is 
Always the Best Choice

Applicable Regulations  
& Approvals
Third party testing is your 
assurance of performance.

Sure-Grip® U-LocTM Handle
Attractive, self-latching paddle style handle offers easy fingertip 
access to contents. Flush-mounted design keeps aisles clear and 
reduces dangerous "catches" from passing traffic. Exclusive pad-
lock tag offers added security. Padlock serves as a visual deterrent 
and provides the flexibility of the lock being master keyed, keyed 
alike or keyed different for convenience.

Haz-AlertTM System
When illuminated with a flashlight, hazardous warning labels 
burst with high visibility under fire conditions or power outages. 
Labels are strategically positioned in high and low zones to help 
firefighters easily locate volatile liquids.

Convenience & Protection Factors
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Sure-Grip ® Ex Flammable  
Storage Cabinets
•	 Double wall welded 18-gauge steel 

construction with 1 1/2" of insulating air space
•	 3 pt stainless steel bullet latches offer longevity  

and increased heat resistance
•	U-LocTM handle keeps aisles clear and offers fingertip access;  

comes with 2 keys or accepts optional padlock for greater security
•	 Two flame arrester vents and ground wire connection screw
•	 2" deep leakproof sill
•	 Adjustable leveler legs, and galvanized  

SpillSlopeTM shelves that adjust on 3" centres 
•	 Durable yellow powder coat paint finish provides  

long life and exceptional chemical resistance
•	Haz-AlertTM reflective warning labels offer visibility  

under dark conditions
•	 FM approved and meet NFPA and OSHA requirements

SAP509

Order	 Mfg.		C  apacity	A djustable	  Ext. Dim.	L isting	W t.
No.	N o.	D oor Type	G allons	 Shelves	W " x D"x H"	A pprovals	 lbs.

SAP509	 893000	 2 doors, manual	 30 	 1	 43 x 18 x 44	 FM	 231
SAQ020	 893080	 Sliding door, self-closing	 30 	 1	 43 x 18 x 44	 FM	 246
SAQ021	 893020	 2 doors, self-closing	 30 	 1	 43 x 18 x 44	 FM	 237
SAP510	 894500	 2 doors, manual	 45 	 2	 43 x 18 x 65	 FM	 310
SAQ022	 894580	 Sliding door, self-closing	 45 	 2	 43 x 18 x 65	 FM	 330
SAQ023	 894520	 2 doors, self-closing	 45 	 2	 43 x 18 x 65	 FM	 313
SAQ024	 896000	 2 doors, manual	 60 	 2	 34 x 34 x 65	 FM	 387
SAQ025	 896020	 2 doors, self-closing	 60 	 2	 34 x 34 x 65	 FM	 392
SAQ026*	 899000	 2 doors, manual	 90	 2	 43 x 34 x 65	 FM	 480
SAQ027*	 899020	 2 doors, self-closing	 90	 2	 43 x 34 x 65	 FM	 480

Accessories
Order No.	 Mfg. No.	D escription	D imensions"	W t. lbs.
SAP839	 29937	 Extra Shelf for 30 and 45-gallon cabinets	 -	 9
SAQ028	 29944	 Extra Shelf for 60-gallon cabinets	 -	 14
SAQ029	 29945	 Extra Shelf for 90-gallon cabinets	 -	 18
SAK285	 25987	 Cabinet cover for 30 and 45-gallon cabinets	 8 1/2 x 42 1/2 x 18	 -
SAK286	 25989	 Cabinet cover for 60-gallon cabinets	 16 x 33 1/2  x 34	 -
SAR311	 84000	 Seismic bracket kit to secure cabinet to wall	 47	 -
SAR312	 84002	 Cabinet riser frame for forklift or pallet jack	 18 x 43	 -
SAR313	 84001	 Rolling cart for 30-gallon cabinets	 18 x 43	 -
* Codes state that not more than 60 gallons may be Class I and Class II liquids.

SAQ023

Cabinet Cover

Flammable Storage Cabinets
•	 Double-wall 18-gauge welded steel construction with 1 1/2" air space
•	 Dual 2" capped vents with flash arresters
•	 Full-height piano hinges open a full 180° for easy access
•	 Locking handle with 3-point latch
•	 2" high leak proof door sill
•	 All shelves are adjustable on 2 1/2" centres
•	 Adjustable levelling feet
•	 Tough corrosive-resistant finish
•	Meets NFPA Code 30 and OSHA standard 1910 106 

for storage of Class I, II and III liquids
•	 FM approved

Order		C  apacity	A djustable 		           Ext. Dim.		L  isting 	W t. 	  
No.	D oor Type	G allons	 Shelves	W "	 x	D "	 x	H "	A pprovals	 lbs.
SAQ325	 2-door, manual	 30	 1	 42	 x	 18	 x	 44	 FM	 174
SAQ326	 2-door, manual	 45	 2	 43	 x	 18	 x	 65	 FM	 252
SAS521	 2-door, manual	 60	 2	 34	 x	 34	 x	 65	 FM	 430
EXTRA SHELF
SAQ328	 Extra shelf 	for use with 30 and 45 gallon cabinets			  39 3/8" W x 14" D	 -	 9
SAS574	 Extra shelf for use with 60 gallon cabinet			  30 3/8" W x 30" D	 -	 12

SAQ326

SAR311

SAR313

SAR312

SAQ325
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Order	 Mfg. 		C  apacity	A  djustable	        	Ext. Dim. 	 
No.	N o. 	D oor Type	G allons	 Shelves	W "	 x	D "	 x	H "	
SAN577	 29883Y	 2 doors, manual, yellow	 30	 1	 43	 x	 18	 x	 44	
SAN604	 SC29883Y	 2 doors, self-close, yellow	 30	 1	 43	 x	 18	 x	 44	
SAN579	 29883R	 2 doors, manual, red	 30	 1	 43	 x	 18	 x	 44	
SAN606	 SC29883R	 2 doors, self-close, red	 30	 1	 43	 x	 18	 x	 44	
SAN578	 29884Y	 2 doors, manual, yellow	 45	 2	 43	 x	 18	 x	 65	
SAN605	 SC29884Y	 2 doors, self-close, yellow	 45	 2	 43	 x	 18	 x	 65	
SAN580	 29884R	 2 doors, manual, red	 45	 2	 43	 x	 18	 x	 65	
SAN607	 SC29884R	 2 doors, self-close, red 	 45	 2	 43	 x	 18	 x	 65	

Support brackets 
are firmly welded 
to cabinet door 
for extra tamper 

resistance.

Contrasting 
crossbar can 

be completely 
removed from 

 the cabinet when 
not in use.

Maintenance & 
Industrial

SURE-GRIP ® EX HIGh SECURITY 
FLAMMABLE SAFETY CABINETS
�t�� �4�B�G�F�M�Z �T�U�P�S�F �B�O�E �Q�S�P�U�F�D�U �D�P�T�U�M�Z �G�V�F�M�T �P�S �D�I�F�N�J�D�B�M�T �G�S�P�N �U�B�N�Q�F�S�J�O�H �P�S �U�I�F�G�U
�t�� �4�F�D�V�S�J�U�Z �T�Z�T�U�F�N �J�O�D�M�V�E�F�T �������� �Y ���� �T�U�F�F�M �C�B�S �T�U�P�D�L�
 �B �I�J�H�I  

visibility barrier bar secured across both doors to deter prying
�t�� �$�S�P�T�T�C�B�S �J�T �G�J�S�N�M�Z �T�V�Q�Q�P�S�U�F�E �C�Z �U�X�P �C�S�B�D�L�F�U�T �X�F�M�E�F�E �B�D�S�P�T�T �U�I�F �G�S�P�O�U  

of the cabinet doors and interlocks onto two sidewall brackets
�t�� �1�B�E�M�P�D�L �M�V�H�T �P�O �D�S�P�T�T�C�B�S �B�O�E �T�J�E�F �C�B�S �D�I�B�O�O�F�M �B�S�F �M�P�D�B�U�F�E �P�O �F�B�D�I �T�J�E�F  

of the cabinet; provide double layered steel strength and accept  
2 x No. 5 Master Lock ® keyed-alike (SR867, sold separately)

�t�� �-�P�D�L�B�C�M�F �E�P�P�S�T �X�J�U�I Sure-Grip ® handle are designed  
with a three-point latch for an extra measure of security

�t�� �.�B�O�V�B�M �D�M�P�T�J�O�H �E�P�P�S �T�U�Z�M�F �T�F�M�G���M�B�U�D�I�F�T 
for maximum protection under fire conditions

�t�� �)�J�H�I �W�J�T�J�C�J�M�J�U�Z Haz-Alert TM warning labels 
�t�� �#�V�J�M�U �U�P �0�4�)�" �B�O�E �/�'�1�"  �T�Q�F�D�J�G�J�D�B�U�J�P�O�T�
 �G�J�S�F �S�F�T�J�T�U�B�O�U �E�F�T�J�H�O �J�O�D�M�V�E�F�T  

double-walled, 18-gauge all-welded construction with 1 1/2" of insulating air space
�t�� �"�E�E�J�U�J�P�O�B�M �T�B�G�F�U�Z �G�F�B�U�V�S�F�T �J�O�D�M�V�E�F �E�V�B�M �W�F�O�U�T �X�J�U�I �G�M�B�N�F �B�S�S�F�T�U�F�S�T�
  

2" leak tight sump to capture spills, and grounding connector
�t�� �"�E�K�V�T�U�B�C�M�F �T�I�F�M�W�F�T �N�B�Y�J�N�J�[�F �D�B�Q�B�D�J�U�Z �G�P�S �B �W�B�S�J�F�U�Z �P�G �D�P�O�U�B�J�O�F�S�T

INSULATEd FLAMMABLE STORAGE CABINETS
ULC APPROVED – 2" FIBRE INSULATED 
�t�� �%�P�V�C�M�F �X�B�M�M �X�F�M�E�F�E �������H�B�V�H�F �T�U�F�F�M �D�P�O�T�U�S�V�D�U�J�P�O�
 

filled with a fire-proof insulation
�t�� �'�V�M�M �M�F�O�H�U�I �Q�J�B�O�P���I�J�O�H�F�E �E�P�P�S�T �X�J�U�I �U�I�S�F�F���Q�P�J�O�U �M�P�D�L �P�O �E�P�P�S
�t�� �5�X�P ���� �G�M�B�N�F �B�S�S�F�T�U�F�S �W�F�O�U�T �B�O�E �H�S�P�V�O�E �X�J�S�F �D�P�O�O�F�D�U�J�P�O �T�D�S�F�X
�t�� ���� �E�F�F�Q �M�F�B�L���Q�S�P�P�G �T�J�M�M�
 �B�E�K�V�T�U�B�C�M�F �H�B�M�W�B�O�J�[�F�E �T�I�F�M�W�F�T �P�O �������� �D�F�O�U�S�F�T
�t�� �;�J�O�D���Q�M�B�U�F�E �M�F�W�F�M�F�S �M�F�H�T 
�t�� �$�P�M�P�V�S�� �4�B�G�F�U�Z �Z�F�M�M�P�X

Order	 Mfg. 		C  ap.	A djust. 	   	Ext. Dim. 	  	W t. 
No.	N o.	D oor Type	G al. 	 Shelves	W "	 x	D "	 x	H "	 lbs.
2" FIBRE INSULATED
SA087	 �8�#����	 2 door, manual	 30	 1	 44	 x 	19 	 x	 45 	 350
SA088	 �8�#����	 2 door, manual	 45	 2	 44	 x	 19 	 x	 66	 430

SHELVES & ACCESSORIES
Order	 Mfg. 		W  t. 
No.	N o.	D escription	 lbs.
SA086	 �8�#���4	 Extra Shelf for SA087, SA088	 9
DA623	 LE74	 Insulated Grounding Wire w/C-Clamp and Clip	 1
DA622	 LE62�� �'�M�F�Y�J�C�M�F �#�P�O�E�J�O�H �8�J�S�F �X���5�X�P �$�M�J�Q�T�� ��
DA621	 LE61�� �'�M�F�Y�J�C�M�F �#�P�O�E�J�O�H �8�J�S�F �X���$���$�M�B�N�Q �B�O�E �$�M�J�Q�� ��
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